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A. PROPOSED ENLARGEMEMT OF THE RAIL JUNCTION AT SZCZAK0Ttt,(N 50-14, E 19-17,:) POLAND 
lo General Information 

I this junction was to become a major junction and 

transshipment ^oint ror tne highly-industrialized Katoviice area because the 
Varsaw Bureau of Research and Projects of Railroad Construction! 1 

I I uas given the tas k of designing and drafting plans f or five new 

buildings to be constructed at this junctlonTl | these buildings 

were to be constructed to handle traffic whe^ j the supposed neu trackage and electri- 
fication vas completed, | 


the existing trackage was to be greatly changed, 
because the project cnier ^nu) was a track esq^ert who frequ ently made trips to 
SZCZAKOWA to consult with other engineers at the site. [ 

the proposed trackage changes were in the process of construction. | 

I |if the existing trackage were not to be changed, the new buildings wouldT 
not be necessary. 

I • ' ' ■ ^ 

|| no definite time limit existed for this project, but 

it was to be completed as soon as possible. 

^the construction on all these buildings had to bei^ln 

accordance with specifications laid down by TOFL.^* r 






a. Main Dispatcher Control Tower (See Annex A' ) 

This was planned as a f iye-atory brick, reinforced concrete, and;^gla8S 
building with a flat roof* The first two floors were to b^ of reinforced concrete 
with brick trim* The top three floors were to be glass enclosed on the front and 
two sides, with brick covering the rear* 

^floors one and two were to contain unidentified 

electrical equipment for track control* The windows in stories one. and. two were to 
be constructed as specified by TOPL* They were to be fitted with special steel 
shutters as required by TOPL* The third, fSurth, and fi^th floors were to contain, 
yard control panels and were to be glassed in for observation purposes* 
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Entrances were to be either on the side or in the back of the building* 

Several en trances could be buil t* No entrance was planned for the front of the 

build ingo I Ithe basement was to contain a central heating plant, 25X1 


bo Two Sub»Gontrol Dispatch Towers (See Annex ) 

^these buildings were to be used for control of 25X1 

part of the 7ardj;^rand were to be subordinate to the main control tower. These 
buildings were to be identical. 


The third story of each was to be glassed in on the front and on approx- 
fflately three»fourths of each side for observation purposes. 

The second story would contain rooms for special unidentified equip- 
* ment. The first story would contain a supply room for the electrician on duty, 
a storage room for carbide lights (signalling lanterns), and toilet facilities 
(exact location unknown). The basement would contain a central heating unit, 

^ The majority of the windows in these buildings were to be fitted with steel 
shutters as specified by TOPL, 

Co Locomotive Control Building (See Annex C) .! 

^ I 25X1 

I This was to be a bne^story'l Satiitforbi^ concrete building. 

The roof WAS to have a low pitch, I the walls surrounding rooms 25X1 

three and four were to be thicker than the rest (double course of brick with pure 
cement mortar). This was specified by TOPL. 

Room three was to contain the instrument panel which would show the 
location of the locomotives in the yard. 

Room four was to have steel shutters fitted into the windows. 

Room six was to have an asphalt floor because batteries were to be ^ 

stored here, ' 

Room seven was to be used as billets (only during the winter) by snow 
removal crews. 


B, MISCELLANEOUS INFORMATION ON POLISH RAILROAD ¥ATER TOWERS 


25X1 


I 

Ithe tank at MALKINIA had Pan estimated 250 cubic meter capacity, andl Ithe 
tank at TLUS2CE was a very old tank of only 100 cubic meter capacity. H owever,. 

the tank at LAP! was of fairly recent construction ( I I 25X1 

j 1950] it had a capacity of approximately 500 cubic meterei | 25X1 

t his tank sat on an enclosed brick ^and concrete tower, which, had a heating 
unit (coal stove) on the ground floor. The chimney went /through the center of 
the tank. This was to prevent the water from freezing during the winter, 

Oo Y\f/J 
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TMs tank was located at least two kilometers away from the' locomotive >wate ring 25X1 

point (another TOPL specificatioij) so that if the ' tank should be destroyed, the 
pump would still be in operation, and vice vei^sa;^ 


3- 


I a new tank was accepted and was to become standard throughout 25X1 
the Polish railroad system. It was planned to build new towers of this design in 
the following size s; 120 cubic meters 24o -cubic meters *^60 cubic -Tneters . 

480 cubic meters, I I 




' 

L I'?®** 


sKetch or 


pew design for water towers see Annex D. 


1 


f 


Comment; TOPL (Terenowa Obrono Przeoiw Lotnicza-Ten^itoriai 
Anti-Aircraft Defense) was the civilian defense 
organization in Poland, It; determined speolflr 
oatlonsvfpr ail public initallaliQps in a^dl^lop 
to settl^ up a system of natloiml defensi^. 
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